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PC 338756 ANGLE STRUT 3" x 3"
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‘ ‘ PC 60G DEEP BEAM GUARDRAIL: ‘ ‘ ‘ ‘ PC 62G DEEE7 BEAM GUARDRAL | ‘ ‘ PC 995A GUARDRAIL EXTRUDER
12 GA x 25" LG 12 GA x 25" LG ‘ I
| SYSTEM LENGTH = 50'-0" i i i i i ‘ |21 172" ‘“790 NOT ATTACH RAILL TO
‘ R POST #1
e TRAFFIC
STANDARD LINE POSTS
‘ 6'-3 | 6'-3 | 6'-3 | 6'-3 | 6'-3 | 6'-3 | 6'-3 | 6'-3 | BILL OF MATERIAL
5/8" x 1 1/4" LG H.G.R.! , 1 1 1 5/8" x 1 1/4" LG H.G.R., ! . DO NOT ATTACH RAIL TO 1 1 13/8” x 1 1/2" HEX HD BOLT | kil re | ary DESCRIPTION
SPLICE BOLTS & NUTS ‘ ! ‘ SPLICE BOLTS & NUTS ‘ A ‘ BLOCK AT POST #5. W/ WASHER, HEX NUT & FENDER
| \ | \ \ \ | \ | \ \ | WASHER (PLACE FENDER WASHER \\ | 606 1 | 12/25"/673"/S (GUARDRAIL )
| | | [ [ \ | \ I ¢ \ g | AT INSIDE POST FLANGE) | - 626 T [ 12/25'/6'3"/S ANC (GUARDRAIL)
Hﬁw h h h F h T . \F» 1 (= ) 704A | 1| CABLE ANCHOR BRACKET
: \ \ \ ! | \ [ ‘ ¥ 7826 | 1 | 5/8” x 8" x 8" BEARING PLATE
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= i I 1 1 }Li‘ 1 1 | i I S T ‘ ~ 995A | 1| ET-2000 PLUS EXTRUDER
P I I I I I I I DO NOT ATTACH RAIL } ﬁi 30006 1 CABLE 3/4 x 6'-6"
~ TQ POST AT POST #2 L - 33006 6 | 5/8" WASHER
i  — i ——— 33406 | 22 | 5/8” HEX NUT
] L ] ] L ] L O NEPANN 33606] 16 | 5/8" x 1 1/4” SPLICE BOLT
L o || || L || | | 35806 | 6 | 5/8” x 18" POST BOLT
H L | | L ] ] I | SEE DETAIL “K"  [37016| 7 | 3/4” WASHER
L o || || L || | I | 37046 | 4 | 3/4” HEX NUT
[ [ [ [ [ [ [ } } AFTER FINAL ASSEMBLY N sniey 3 3/47 x 2 1727 HEX HD BOLT
| I | | I | | | | RECHECK CABLE TO BE SURE IT ! STI86| 1 | 3/4" x 3" HEX HD BOLT
- - - - - - J - IS TAUT AND HAS NOT RELAXEDL | 39006 2 | 1" WASHER
C Il | 39106 2 |17 HEX NUT
I | 4063B| 6 | WD 6’0" POST 6" x 8”
I | 4075B| 6 | WD BLOCK 1’2" x 6" x 8" DR
PC 40638 POSTS I | 42546| 6 | 3/8” WASHER
L 6 U — 42556 | 2 | 3/8” FENDER WASHER (1 1/2 OD)
42586 4 | 3/8” LOCKWASHER
3/4” % 2 1/2" HEX HD BOLT 42616| 2 [ [3/87 x 1 172" HEX HD BOLT
B PC 338724 POST (UPPER) W/WASHER. LOCKWASHER 46996 | 4 | 3/4” LOCKWASHER
X 8. UNDER HEX NUT 63216] 4 | 3/8" x 2" HEX HD BOLT
HEX HD BOLT /Wf 378" % 2" PC 33871A POST (UPPER) 15 6 307 :EX T
W/WASHER I WEX WD BOLT [T~ W6 x 8.5
LOCKWASHER I 338714 1| ET2000 HBA POST #1 TOP
I INSTALL WITH HEAD 338724 1| ET2000 HBA POST #2 TOP
UNDER HEX NUT I ON STRUT SIDE I
I W/WASHER,  LOCKWASHER " PC30006 CABLE NOTES: 338734 2 | ET2000 HBA POST #1—#2 BOTTOM
PC 40638 WODD POST | UNDER HEX NUT I ASSEMBLY : 338750 1 | 6 6" ANGLE STRUT ET HBA
6/-0" L6 \ - . L W/ HEX NUT &
5/8" x 18" LG PC 33872A N~ 7 — — ==3 WASHER EACH END 1. WOOD POSTS ARE REQUIRED FROM 3 TO 9.
H.G.R. BOLT
oo R oot POST (PPER) @ q 2. ALL BOLTS, NUTS, CABLE ASSEMBLY, CABLE ANCHORS, AND BEARING PLATES
S —— WASHER x 8. \ A | SHALL BE GALVANIZED.
(SEE NOTE 3) l . ‘
SEE NOTE BELOW I PC 338756 STRUT | 3/8" x 2" HEX HD BOLT 3. THE END TREATMENT CAN BE FLARED AT A RATE OF 50:1FOR THE FIRST 50
i I W/WASHER, LOCKWASHER OF THE SYSTEM TO PREVENT THE IMPACT HEAD FROM ENCROACHING ON THE
— N PC 33873A POST (LOWER) I UNDER HEX NUT SHOULDER. THE 25:1 FLARE RATE IS RECOMMENDED WITH CURB INSTALLATIONS.
W6 x 8.5
o0 40758 00D BLOCK e Y | PO S38TI BOST (LOVER) SEE PLANS FOR WHEN TAPER IS USED OR NOT.
VIEW “H-n” o X8 4.DO NOT ATTACH GUARDRAIL TO POST =l.
- DETAIL K
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.DO NOT ATTACH GUARDRAIL TO POST BLOCK AT POST *5.

(POST #1) 6. THE 5/8" FLAT WASHER IS USED UNDER THE NUT, BEHIND THE POST ONLY.NO
WASHER IS USED AT THE RAI.

TRAFFIC SIDE " "y gt
O PC 7826 BEARING PLATE 87 x /87 8 7. AN IMPACT HEAD OBJECT MARKER SHALL BE PLACED.
TRAFFIC SID\M 8. THE WOOD BLOCKOUTS SHALL BE "TOE NAILED" TO THE RECTANGULAR WOOD
~ | H—‘ POSTS TO PREVENT THEM FROM TURNING WHEN WOOD SHRINKS. THE NAILS
~
- | HLT SHALL BE 20 PENNY AND GALVANIZED.
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